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A high-temperature error will display as electric bike error code 10.  5. 

	Ensure everything is properly connected.  Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. 
	.  Resolution With your foot off the pedal, press the battery power button and turn on the power again. 



 survival movies for family 



I did have it converted to an E-bike with a TSZD-2, but its now a 1x9 analogue bike. 6 Low Voltage Protection The battery is too low to run comparing the e-bikes capacity. La Keram 10 con ruedas de 29", es una bicicleta sencilla de asistencia el&233;ctrica al pedaleo con bater&237;a de 500 wh y motor. Just check system and update firmware. I&39;ve had very little response on this forum. Finally, to further mess up your mind, many controllers will have a default pedal assist and the throttle will work if you can power them up, so experimenters wonder why the ebike kind of works. " The Shimano manual says. Mar 31, 2020 Remove connectors to motor using shimano tool. Update 3. . No bill from Shimano only LBS bill for dismantling shipping and rebuilding with "NEW e8000". . Boost spec is front hub width at 110 x 15 and rear hub spacing 148 x 12. Yes a pain to diagnose, be without a bike but good customer service. The signal wire may be green, blue, or white on some throttles. 3 through 5 Volt output Voltage to the throttle and the throttle has a 0 Volt output signal - then the throttle, throttle cable, or throttle. . when you have an error e10 code you need to jump the blue and red wire like in the video with a plug, and then it works throthle only if this works you know. It often happens uphill. I bought early. Note Power assistance may be lower than usual. Refitted but still shows the E010 code. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. 6 bikes in total have been fixed. I have been having E20 followed by E10 errors consistently for the past year. . when you have an error e10 code you need to jump the blue and red wire like in the video with a plug, and then it works throthle only if this works you know. Finally, to further mess up your mind, many controllers will have a default pedal assist and the throttle will work if you can power them up, so experimenters wonder why the ebike kind of works. If your LCD is a SW900- E10 is a "communication receiving error". Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. . . Free Shipping and 30 Day returns on all orders. com Motor Brushless Controller LCD Display, Rainproof 24V-48V Electric Bicycle Scooter Brushless Controller Kit Sports & Outdoors. . 1. There should be many more out there My bike (direct from. We will also do a walk through on replacing the LCD screen and as always it take. Communication reception failure. . Just check system and update firmware. 
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	no operation of motor at all, never have even heard it turn on. If excess dirt is present, clean as described for the E010 cable fault codes (ensure battery is removed before cleaning) Check the power cable where it links to the underside of the battery mount for damage. In the E6000 Series Dealers manual and. . So about seven weeks total without bike but issue not resolved. Mar 31, 2020 1 - either battery or motor failure (rare) including torque sensor. Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. Note Power assistance may be lower than usual. May 31, 2017 It was driving me crazy. I use the alcohol to also clean the side of each of the male battery terminals. In this article, we separate. " The Shimano manual says. Motor and all wires have been removed cleaned and dried for four days. 10. 9. . SW-900 error 10 code fix with jumper wire. Aug 26, 2022 OK, Gang. Do same for connectors to display on handlebars. Other than the 010 code a couple other things are wrong. Communication reception failure. A high-temperature error will display as electric bike error code 10. . On my meta power I isolated it to connections to the motor. We talk about the E-10 code that has been showing up on the Lectric Bike 2. Hi all am having some problems can anyone help I have a old z6 ebike. Free Shipping and 30 Day returns on all orders. As it happened I updated. Mar 31, 2020 Remove connectors to motor using shimano tool. It. May 31, 2017 It was driving me crazy. Throttle gets damaged. Your motor cable is located near the rear axle on the right side of the bike. Connection between the battery and drive unit. . To fix the error code on your bike, try resetting the battery and rebooting the bike. We talk about the E-10 code that has been showing up on the Lectric Bike 2. Inspect the throttle lever and adjust the position. . Left it in the bike shop but they couldn't find the problem. Do same for connectors to display on handlebars. . The only thing that would clear the error is finding and fixing the problem. . I get errors called E20 followed by E10 then the engine shuts down and I have to restart it. I bought early. . Turned everything off ,unhooked, then checked , soldered where necessary, shrink tubing and outter harness protective wrap, it&39;s really clean specially for my first ebike build,BUT IT STILL WONT GET RID OF 10 ERROR CODE. . when you have an error e10 code you need to jump the blue and red wire like in the video with a plug, and then it works throthle only if this works you know. Motor and all wires have been removed cleaned and dried for four days. Best of luck finding the source. . . . I've had very little response on this forum. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. So about seven weeks total without bike but issue not resolved. Communication fault. Note Power assistance may be lower than usual. . (display, batter, magnet sensor) Turn bike upside down. If none doesnt work, then you need to get the electric bike to your mechanic. I bought early. it's got an Lcd880 an I played in the settings trying to get the throttle to work so I reset it now its broken. 6 bikes in total have been fixed. " The Shimano manual says. " The Shimano manual says. . 49 16. 87 9. Note Power assistance may be lower than usual. . Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. " The Shimano manual says. . . I use the alcohol to also clean the side of each of the male battery terminals. . Troubleshooting 17 of 24 1. Gday, My new cheap Chinese T Power 350w ebike hauled me around for 48km and then after its 1st charge (2nd actually, after the initial 1) decided it didn't want to play anymore. Throttle gets damaged. 
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	I then use 91 alcohol to finish the cleaning. Other than the 010 code a couple other things are wrong. . f. . If the situation does not improve, contact the place of purchase. Replace connectors using shimano tool until they click in and replace cover. .  I got this while building my ebike and the only advice I can say is to check ALL the connections, including the battery hookups. . Mainly, because I bought a cheap, Chinese ebike that nobody else had. Contact your e-bike dealer or customer service. com. Our B2B section offers fully customised and branded electric scooter fleets, bespoke electric scooter and e-bike charging stations and maintenance & repair packages. A twisted or missing spoke magnet could cause malfunction as well. No bill from Shimano only LBS bill for dismantling shipping and rebuilding with "NEW e8000". Inspect both sides of the cable, it&39;s normal for three of the pins to extend slightly past the other six, reconnect it by lining up the arrows and ensure the cable is fully inserted and that nothing is preventing. the speed readout, trip and ODO readings are all zero and never register any change. . Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. com2fall-electric-bike-error-codes-the-full-list-with-causes-and-solutions2fRK2RSCokSd2UYW7ltbSHaKAX7y. I&39;ve had very little response on this forum. Check the inlet hose and ensure it&39;s not kinked or damaged. . . Finally, to further mess up your mind, many controllers will have a default pedal assist and the throttle will work if you can power them up, so experimenters wonder why the ebike kind of works. Jul 20, 2022 how to change cyrusher xf800 bike computer (kt-lcd3) from kmph to mph How to install the pedals (the pedals are left and right differentiated) How to inflate the tire when it keeps popping off the rim. . Unplug the quick plug with a quick pull (do not twist). . Resolution With your foot off the pedal, press the battery power button and turn on the power again. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. 22. SW-900 error 10 code fix with jumper wire. . Throttle damaged or out of operation. Error code 550 An. Unplug the quick plug with a quick pull (do not twist). . . W013 means "Initialization of torque sensor was not completed successfully. . Note Power assistance may be lower than usual. Astom22 said Saw in another thread that it could be related to moisture in the connectors at the motor, might be worth a check there too. . I&39;ve had very little response on this forum. We talk about the E-10 code that has been showing up on the Lectric Bike 2. . Email hellojourneybikes. I have been having E20 followed by E10 errors consistently for the past year. Note Power assistance may be lower than usual. . . Turned everything off ,unhooked, then checked , soldered where necessary, shrink tubing and outter harness protective wrap, it&39;s really clean specially for my first ebike build,BUT IT STILL WONT GET RID OF 10 ERROR CODE. . the speed readout, trip and ODO readings are all zero and never register any change. W is for Warning, and that is an alert to tell you something. instagram. W013 means "Initialization of torque sensor was not completed successfully. . 6 Low Voltage Protection The battery is too low to run comparing the e-bikes capacity. Note Power assistance may be lower than usual. I bought early. . Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. So about seven weeks total without bike but issue not resolved. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. 9.  Error code 10 is usually caused buy a bad LCD. . There should be many more out there My bike (direct from. There should be many more out there My bike (direct from. Q What should I do with the Shengmilo electric bicycle E10 fault codeAE010 fault code means communication failure. cleaned all the battery terminals etc. . If it doesnt work, readjust all the wires and try the reboot again. Contact your e-bike dealer or customer service. From there, we'll be happy to continue troubleshooting with you From there, we'll be. Hi I&39;m having problem with my shimano steps, E6010 controller. The throttle and pas both work but. Went out on the analogue (still like it) gutted thinking "new battery time, new motor time, new bike. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. 
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	Hi I&39;m having problem with my shimano steps, E6010 controller. Our B2B section offers fully customised and branded electric scooter fleets, bespoke electric scooter and e-bike charging stations and maintenance & repair packages. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. The signal wire may be green, blue, or white on some throttles. Je kunt hier kijken of de foutmelding ertussen staat en of je deze zelfstandig op kunt lossen. . 9. Aug 26, 2022 OK, Gang. . Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. In the E6000 Series Dealers manual and. Spar contact cleaner liberally up into connectors to flush any small debris. Inspect both sides of the cable, it&39;s normal for three of the pins to extend slightly past the other six, reconnect it by lining up the arrows and ensure the cable is fully inserted and that nothing is preventing. It often happens uphill. Replace connectors using shimano tool until they click in and replace cover. . . . Controller malfunction. The problem was me tried to play with it. . We will also do a walk through on replacing the LCD screen and as always it take longer filming it than it should. Motor and all wires have been removed cleaned and dried for four days. . . . 6 bikes in total have been fixed. Communication reception failure. . Controller malfunction. No bill from Shimano only LBS bill for dismantling shipping and rebuilding with "NEW e8000". While the system 10 Essential Tips for Helping Your Kids Start Mountain Biking A Guide for Parents. From there, we'll be happy to continue troubleshooting with you From there, we'll be. 5. This is useful though, because you. The dreaded Shimano E010 Error message, Whats the process, can it be fixed, if so how. 10. . . Best of luck finding the source. Check for any. While the system 10 Essential Tips for Helping Your Kids Start Mountain Biking A Guide for Parents. The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. Update 3. Mar 31, 2020 Well, today LBS called and said pick up my bike. While the system 10 Essential Tips for Helping Your Kids Start Mountain Biking A Guide for Parents. 2. com. I bought early. 9. By doing so you can measure the battery. Resolution With your foot off the pedal, press the battery power button and turn on the power again. We saw two behaviours E20 E10 ; Just sudden empty screen; I got an e-care spay and sprayed the contacts. . . First of all make sure that your battery is fully charged and has enough voltage. . Best of luck finding the source. . . Mar 31, 2020 The error code came up after a 1 hour ride, stoped at the pub for a few drinks, got back in the bike and bang, error codes straight up. This is useful though, because you. . Boost spec is front hub width at 110 x 15 and rear hub spacing 148 x 12. Das 10s dr&252;cken der Akkutaste bringt nichts. Cookie Duration Description; cookielawinfo-checkbox-analytics 11 months This cookie is set by GDPR Cookie Consent plugin. Die einzige Frage, die ich noch h&228;tte w&228;re, wie das mit dem R&252;cksetzen des Systems funktioniert. I&39;ve had very little response on this forum. May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. 0. Mar 31, 2020 Remove connectors to motor using shimano tool. Best of luck finding the source. Boost spec is front hub width at 110 x 15 and rear hub spacing 148 x 12. Note Power assistance may be lower than usual. . Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. Replace connectors using shimano tool until they click in and replace cover. . Fingers crossed for a faultless future and big thanks to Dave for sharing the tip. May 31, 2017 It was driving me crazy. Jul 3, 2019 Well, its not that difficult to check and troubleshoot your electric bike on your own if you know where to look and where to start from. The best solution is to inspect the throttle cable to see if it is damaged or not. 
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	May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. There should be many more out there My bike (direct from. Now, that's changed Walmart (online only) now sells the 'Cliensy' or 'Brother' eBike now. Sep 22, 2021 We provide a full electric scooter and e-bike repair service from our Blanchardstown e-scooter repair centre. Best of luck finding the source. 10. instagram. . A twisted or missing spoke magnet could cause malfunction as well. . If it doesnt work, readjust all the wires and try the reboot again. Throttle Fault The throttle may get damaged, so inspect the throttle cable. . . Other than the 010 code a couple other things are wrong. 35" 22tpi; Pedales Vp-537 Black; Otros componentes Tija. . . Bike was 6 months out of warranty and 1600miles(2600km) only. Bike was 6 months out of warranty and 1600miles(2600km) only. . Check for any. . " The Shimano manual says. Also, you can just turn off the throttle and turn it in again. Turned everything off ,unhooked, then checked , soldered where necessary, shrink tubing and. Just got round to fitting it and get similar results. Jun 27, 2022 The chief editor of this site, eBikeBuster. . 87 9. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. Reboot the battery by holding the battery power switch for 10 seconds. As it happened I updated. search. . . Jan 2, 2023 Inspect the throttle lever and adjust the position.  I got this while building my ebike and the only advice I can say is to check ALL the connections, including the battery hookups. Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. . Astom22 said Saw in another thread that it could be related to moisture in the connectors at the motor, might be worth a check there too. " The Shimano manual says. . Refitted but still shows the E010 code. I&39;ve had very little response on this forum. Email hellojourneybikes. try to unplug and replug all the connections and checking that there are no bent pins. 3 through 5 Volt output Voltage to the throttle and the throttle has a 0 Volt output signal - then the throttle, throttle cable, or throttle. I get errors called E20 followed by E10 then the engine shuts down and I have to restart it. Previous commutes (about 32km each way) would have required about 20 resets due to the e20e10 fault. . Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction.  I think you should go back to basics and do. Q What should I do with the Shengmilo electric bicycle E10 fault codeAE010 fault code means communication failure. . Throttle gets damaged. Hi there, I don't know if a factory reset would help clear the E10 error. 0. We have two Chimano Steps DI2 bikes. Auch mit der etube software kann man nicht mehr auf. Jan 2, 2023 Inspect the throttle lever and adjust the position. Cadena Kmc E10 Turbo Silver; Ruedas y neum&225;ticos Ruedas Orbea OC1 29c Tubeless Ready; Cubiertas Kenda K1153 2. 6 bikes in total have been fixed. comcycle. 6 bikes in total have been fixed. The pump cover may be loose. Some people think (and write) that an e-bike needs a special inner tube, but that is not the case. Yes a pain to diagnose, be without a bike but good customer service. The cookie is used to store the user consent for the cookies in the category "Analytics". . it's got an Lcd880 an I played in the settings trying to get the throttle to work so I reset it now its broken. Boost spec is front hub width at 110 x 15 and rear hub spacing 148 x 12. . 5. 49. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. Common Electric Bike Errors. . Astom22 said Saw in another thread that it could be related to moisture in the connectors at the motor, might be worth a check there too. 5. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. So about seven weeks total without bike but issue not resolved. 
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	There should be many more out there My bike (direct from.  I got this while building my ebike. . . . comcycle. Jul 20, 2022 how to change cyrusher xf800 bike computer (kt-lcd3) from kmph to mph How to install the pedals (the pedals are left and right differentiated) How to inflate the tire when it keeps popping off the rim. Save big and order direct from the manufacturer. Amazon. . . . 2. Bike was 6 months out of warranty and 1600miles(2600km) only. 8. . Previous commutes (about 32km each way) would have required about 20 resets due to the e20e10 fault. In the E6000 Series Dealers manual and. Error 10 means the controller can't communicate with the LCD, so you must gave damaged one of the wires inside the cable, or you wiped out the. . SW-900 error 10 code fix with jumper wire. Code 5. The problem was me tried to play with it. I have been having E20 followed by E10 errors consistently for the past year. . (display, batter, magnet sensor) Turn bike upside down. It often happens uphill. . . Resolution With your foot off the pedal, press the battery power button and turn on the power again. . So about seven weeks total without bike but issue not resolved. . . . Yes a pain to diagnose, be without a bike but good customer service. Customer Service. 3 through 5 Volt output Voltage to the throttle and the throttle has a 0 Volt output signal - then the throttle, throttle cable, or throttle. . 87 9. . . The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. That is 4 confirmed bikes that have been fixed so far. . Q What should I do with the Shengmilo electric bicycle E10 fault codeAE010 fault code means communication failure. OK, Gang. First of all make sure that your battery is fully charged and has enough voltage. If none doesnt work, then you need to get the electric bike to your mechanic. . . Throttle Fault The throttle may get damaged, so inspect the throttle cable. Connection between the battery and drive unit. I did have it converted to an E-bike with a TSZD-2, but its now a 1x9 analogue bike. No bill from Shimano only LBS bill for dismantling shipping and rebuilding with "NEW e8000". Jul 3, 2019 Well, its not that difficult to check and troubleshoot your electric bike on your own if you know where to look and where to start from. Saklie. I bought a S866 controller and a brainpower controller from Ebay some time ago. Hi I&39;m having problem with my shimano steps, E6010 controller. Mainly, because I bought a cheap, Chinese ebike that nobody else had. Communication reception failure. I bought early. Instagram httpswww. Check all connections between your display and motor. Went through each and every connection on the bike today. . Jun 27, 2022 The chief editor of this site, eBikeBuster. 5. it's got an Lcd880 an I played in the settings trying to get the throttle to work so I reset it now its broken. Best of luck finding the source. Battery must be turned on. 0. Now when I turn it on I get 3 numbers flash when I turn it on with 555 I. comcycle.  I got this while building my ebike and the only advice I can say is to check ALL the connections, including the battery hookups. . There should be many more out there My bike (direct from. SW-900 error 10 code fix with jumper wire. The problem was me tried to play with it. . Hi there, I don't know if a factory reset would help clear the E10 error. I&39;ve had very little response on this forum. 
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	Hi there, I don't know if a factory reset would help clear the E10 error. . May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. . f. . Other than the 010 code a couple other things are wrong. . Check all connections between your display and motor. This is useful though, because you. Power Cable. Other than the 010 code a couple other things are wrong. . If you continue to experience E007 errors after double-checking these cables, we recommend that you reach out to our customer support. com Motor Brushless Controller LCD Display, Rainproof 24V-48V Electric Bicycle Scooter Brushless Controller Kit Sports & Outdoors. Boost spec is front hub width at 110 x 15 and rear hub spacing 148 x 12. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. Electronic contact cleaner will also work. A high-temperature error will display as electric bike error code 10. Mar 31, 2020 The error code came up after a 1 hour ride, stoped at the pub for a few drinks, got back in the bike and bang, error codes straight up. Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. Jul 20, 2022 how to change cyrusher xf800 bike computer (kt-lcd3) from kmph to mph How to install the pedals (the pedals are left and right differentiated) How to inflate the tire when it keeps popping off the rim. Inspect the throttle lever and adjust the position. Mainly, because I bought a cheap, Chinese ebike that nobody else had. . Other than the 010 code a couple other things are wrong. If your LCD is a SW900- E10 is a "communication receiving error". fastFacebook httpswww. 9. Now, that's changed Walmart (online only) now sells the 'Cliensy' or 'Brother' eBike now. Die einzige Frage, die ich noch h&228;tte w&228;re, wie das mit dem R&252;cksetzen des Systems funktioniert. I bought early. . Resolution With your foot off the pedal, press the battery power button and turn on the power again. I've had very little response on this forum. I had worked there for almost six years, and later I quit the job and started my own business where I sell different types of e-bike and their tools and accessories. the speed readout, trip and ODO readings are all zero and never register any change. As it happened I updated. com Motor Brushless Controller LCD Display, Rainproof 24V-48V Electric Bicycle Scooter Brushless Controller Kit Sports & Outdoors. . . Do same for connectors to display on handlebars. Mar 31, 2020 Remove connectors to motor using shimano tool. Just check system and update firmware. If the throttle has red, blue, and green wires then the blue wire is ground. . . May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. Resolution With your foot off the pedal, press the battery power button and turn on the power again. Note Power assistance may be lower than usual. Just check system and update firmware. . Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. There should be many more out there My bike (direct from. Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. If none doesnt work, then you need to get the electric bike to your mechanic. Also, you can just turn off the throttle and turn it in again. The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. Ensure everything is properly connected. The multimeter measuring pins are placed on each battery pole. If the problem is not solved, contact your Bosch e-bike dealer. . Now, that's changed Walmart (online only) now sells the 'Cliensy' or 'Brother' eBike now. Replace connectors using shimano tool until they click in and replace cover. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. Communication reception failure. . . First of all make sure that your battery is fully charged and has enough voltage. BMS communication fault. " The Shimano manual says. La Keram 10 con ruedas de 29", es una bicicleta sencilla de asistencia el&233;ctrica al pedaleo con bater&237;a de 500 wh y motor. Hij kan voor jou je fiets (en je display) uitlezen om te zien waar de fout zit. By doing so you can measure the battery. . Customer Service. Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. Error 10 means the controller can't communicate with the LCD, so you must gave damaged one of the wires inside the cable, or you wiped out the. Throttle Fault The throttle may get damaged, so inspect the throttle cable. Aug 26, 2022 OK, Gang. Do same for connectors to display on handlebars. Speed sensor fault. 
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	Your motor cable is located near the rear axle on the right side of the bike. . 2 - Battery fit loose or too tight - search for the online specs. 0. No bill from Shimano only LBS bill for dismantling shipping and rebuilding with "NEW e8000". . Nq4c- referrerpolicyorigin targetblankSee full list on escooterexpert. If the throttle has red, blue, and green wires then the blue wire is ground. Refitted but still shows the E010 code. Update 3. First of all make sure that your battery is fully charged and has enough voltage. . com2fall-electric-bike-error-codes-the-full-list-with-causes-and-solutions2fRK2RSCokSd2UYW7ltbSHaKAX7y. . Refitted but still shows the E010 code. From there, we'll be happy to continue troubleshooting with you From there, we'll be. From there, we'll be happy to continue troubleshooting with you From there, we'll be. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. comcycle. 87 9. The electric bike comes with some common errors, whether its an expensive one or an average priced electric bike. Sep 9, 2018 Went through each and every connection on the bike today. Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. The best solution is to inspect the throttle cable to see if it is damaged or not. E 10 is displayed which possibly could be a communications problem, but it's so difficult to work out with the myriad of manuals and super similar yet different. Hi all am having some problems can anyone help I have a old z6 ebike. 87 - 16. First of all make sure that your battery is fully charged and has enough voltage. . I bought early. Refitted but still shows the E010 code. Readjust the battery, stick the charger in and reboot the bike. Inspect the throttle lever and adjust the position. The signal wire may be green, blue, or white on some throttles. . . Other than the 010 code a couple other things are wrong. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. I tried Vaseline last week and the one ride since was faultless, so have since bought and applied some of the proper dielectric grease. Instagram httpswww. . . Inspect both sides of the cable, it&39;s normal for three of the pins to extend slightly past the other six, reconnect it by lining up the arrows and ensure the cable is fully inserted and that nothing is preventing. W013 means "Initialization of torque sensor was not completed successfully. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. Hi all am having some problems can anyone help I have a old z6 ebike. BMS communication fault. Speed sensor fault. Jan 2, 2023 Inspect the throttle lever and adjust the position. . Feb 28, 2020 Thread starter. First of all make sure that your battery is fully charged and has enough voltage. We talk about the E-10 code that has been showing up on the Lectric Bike 2. E 10 is displayed which possibly could be a communications problem, but it's so difficult to work out with the myriad of manuals and super similar yet different. 22. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. . Aug 26, 2022 OK, Gang.  I think you should go back to basics and do. I tried Vaseline last week and the one ride since was faultless, so have since bought and applied some of the proper dielectric grease. 4 out of 5 stars 1,557 9. . search. 5. I bought early. Switch off the e-bike system to allow the drive unit to cool down or warm up to the permitted temperature range. Inspect both sides of the cable, it&39;s normal for three of the pins to extend slightly past the other six, reconnect it by lining up the arrows and ensure the cable is fully inserted and that nothing is preventing. I had worked there for almost six years, and later I quit the job and started my own business where I sell different types of e-bike and their tools and accessories. Mar 31, 2020 Well, today LBS called and said pick up my bike. 9. . If excess dirt is present, clean as described for the E010 cable fault codes (ensure battery is removed before cleaning) Check the power cable where it links to the underside of the battery mount for damage. Note Power assistance may be lower than usual. . Throttle damaged or out of operation. Note Power assistance may be lower than usual. . Gday, My new cheap Chinese T Power 350w ebike hauled me around for 48km and then after its 1st charge (2nd actually, after the initial 1) decided it didn't want to play anymore. Just check system and update firmware. I just received my bike and the brakes are making a lot of noise With all-new bicycles, there is a wear-in period (approximately 50-100 miles) where there will be various sounds and noises coming from different parts of the bike (including the disc brakes). 0. 
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	SW-900 error 10 code fix with jumper wire. EBIKELING Universal Torque Arm Conversion Kits for Electric Bicycle, EBike Front or Rear Hub Motors and Mid Drive e-Bike Tool for Maintenance, 6 pc Ebike Accessories 4. I bought early. We will also do a walk through on replacing the LCD screen and as always it take. . Spar contact cleaner liberally up into connectors to flush any small debris. 0. I tried Vaseline last week and the one ride since was faultless, so have since bought and applied some of the proper dielectric grease. Just check system and update firmware. To fix the error code on your bike, try resetting the battery and rebooting the bike. From there, we'll be happy to continue troubleshooting with you From there, we'll be. Mar 31, 2020 Well, today LBS called and said pick up my bike. We talk about the E-10 code that has been showing up on the Lectric Bike 2. Hi there, I don't know if a factory reset would help clear the E10 error. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano's direction. Jun 27, 2022 The chief editor of this site, eBikeBuster. Note Power assistance may be lower than usual. Some people think (and write) that an e-bike needs a special inner tube, but that is not the case. The dreaded Shimano E010 Error message, Whats the process, can it be fixed, if so how. Mar 31, 2020 Well, today LBS called and said pick up my bike. The dreaded Shimano E010 Error message, Whats the process, can it be fixed, if so how. Electronic contact cleaner will also work. " The Shimano manual says. Update 3. Feb 28, 2020 Thread starter. We have 2 bikes with the e step system and experienced many e 10 errors until I discovered the real cause. . Free Shipping and 30 Day returns on all orders. Communication reception failure. Je kunt hier kijken of de foutmelding ertussen staat en of je deze zelfstandig op kunt lossen. If excess dirt is present, clean as described for the E010 cable fault codes (ensure battery is removed before cleaning) Check the power cable where it links to the underside of the battery mount for damage.  After completing my graduation in mechanical engineering, I worked for a renowned e-bike manufacturing company as a technician. 6 bikes in total have been fixed. If the throttle has red, blue, and green wires then the blue wire is ground.  Error code 10 is usually caused buy a bad LCD. Speed sensor fault. Note Power assistance may be lower than usual. comyltAwrErnVbNW9kyVoFFSxXNyoA;yluY29sbwNiZjEEcG9zAzMEdnRpZAMEc2VjA3NyRV2RE1685038555RO10RUhttps3a2f2fescooterexpert. Shimano EP8 is a popular electric bike (e-bike) system that provides assistance to the rider while pedalling. If the throttle has red, blue, and green wires then the blue wire is ground. Communication reception failure. . The only thing that would clear the error is finding and fixing the problem. . . the speed readout, trip and ODO readings are all zero and never register any change. Check the inlet hose and ensure it&39;s not kinked or damaged. . jumper wire was installed 450 miles-ish now 1500 still works. " The Shimano manual says. In the manual it&39;s problem with the electrical connections. . The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. The best solution is to inspect the throttle cable to see if it is damaged or not. Mainly, because I bought a cheap, Chinese ebike that nobody else had. Just check system and update firmware. Gday, My new cheap Chinese T Power 350w ebike hauled me around for 48km and then after its 1st charge (2nd actually, after the initial 1) decided it didn't want to play anymore. If the controller has 4. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. If none doesnt work, then you need to get the electric bike to your mechanic. Battery must be turned on. I&39;ve had very little response on this forum.  I got this while building my ebike and the only advice I can say is to check ALL the connections, including the battery hookups. Nq4c- referrerpolicyorigin targetblankSee full list on escooterexpert. The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. . The multimeter measuring pins are placed on each battery pole. . Astom22 said Saw in another thread that it could be related to moisture in the connectors at the motor, might be worth a check there too. . Its possible cause isThe controller is loosely connected, check the terminal first. com. Mar 31, 2020 1 - either battery or motor failure (rare) including torque sensor. . . 100 success rate so far. .  After completing my graduation in mechanical engineering, I worked for a renowned e-bike manufacturing company as a technician. jumper wire was installed 450 miles-ish now 1500 still works. the speed readout, trip and ODO readings are all zero and never register any change. Now when I turn it on I get 3 numbers flash when I turn it on with 555 I. I have been having E20 followed by E10 errors consistently for the past year. 
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	. . 5. Hij kan voor jou je fiets (en je display) uitlezen om te zien waar de fout zit. Previous commutes (about 32km each way) would have required about 20 resets due to the e20e10 fault. . com. Went out on the analogue (still like it) gutted thinking "new battery time, new motor time, new bike. Best of luck finding the source. Went through each and every connection on the bike today. We saw two behaviours E20 E10 ; Just sudden empty screen; I got an e-care spay and sprayed the contacts. In the manual it&39;s problem with the electrical connections. . Mar 31, 2020 Remove connectors to motor using shimano tool. Mar 31, 2020 The error code came up after a 1 hour ride, stoped at the pub for a few drinks, got back in the bike and bang, error codes straight up. W is for Warning, and that is an alert to tell you something. Step 2 Test Signal Voltage of Throttle. Cookie Duration Description; cookielawinfo-checkbox-analytics 11 months This cookie is set by GDPR Cookie Consent plugin. 87 - 16. E-bike tires facts and myths extra tips There are many misconceptions about e-bike tires. cleaned all the battery terminals etc. instagram. Throttle damaged or out of operation. It seems like it is. . We talk about the E-10 code that has been showing up on the Lectric Bike 2. We have 2 bikes with the e step system and experienced many e 10 errors until I discovered the real cause. . . . . 3 through 5 Volt output Voltage to the throttle and the throttle has a 0 Volt output signal - then the throttle, throttle cable, or throttle. We saw two behaviours E20 E10 ; Just sudden empty screen; I got an e-care spay and sprayed the contacts. I then use 91 alcohol to finish the cleaning. . Error 10 means the controller can't communicate with the LCD, so you must gave damaged one of the wires inside the cable, or you wiped out the. it's got an Lcd880 an I played in the settings trying to get the throttle to work so I reset it now its broken. 6 Low Voltage Protection The battery is too low to run comparing the e-bikes capacity. First of all make sure that your battery is fully charged and has enough voltage. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano&39;s direction. . By doing so you can measure the battery. 3 through 5 Volt output Voltage to the throttle and the throttle has a 0 Volt output signal - then the throttle, throttle cable, or throttle. it's got an Lcd880 an I played in the settings trying to get the throttle to work so I reset it now its broken. The E-10, assuming youve never replaced the fork, is Boost spec. . I get errors called E20 followed by E10 then the engine shuts down and I have to restart it. Refitted but still shows the E010 code. Jan 2, 2023 Inspect the throttle lever and adjust the position. Update 2. no operation of motor at all, never have even heard it turn on. Do same for connectors to display on handlebars. Also, you can just turn off the throttle and turn it in again. Yes a pain to diagnose, be without a bike but good customer service. If your LCD is a SW900- E10 is a "communication receiving error".  After completing my graduation in mechanical engineering, I worked for a renowned e-bike manufacturing company as a technician. 49 16. Power Cable. We will also do a walk through on replacing the LCD screen and as always it take. com2fall-electric-bike-error-codes-the-full-list-with-causes-and-solutions2fRK2RSCokSd2UYW7ltbSHaKAX7y. . . If none doesnt work, then you need to get the electric bike to your mechanic. The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. 0. Check all connections between your display and motor. Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano's direction. Left it in the bike shop but they couldn't find the problem. If the problem is not solved, contact your Bosch e-bike dealer. . Note Power assistance may be lower than usual. . . Yes a pain to diagnose, be without a bike but good customer service. May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. . Shop safe on GOTRAX Official website. Cookie Duration Description; cookielawinfo-checkbox-analytics 11 months This cookie is set by GDPR Cookie Consent plugin. A twisted or missing spoke magnet could cause malfunction as well. Fingers crossed for a faultless future and big thanks to Dave for sharing the tip. Mar 31, 2020 Remove connectors to motor using shimano tool. 22. 
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	Aug 26, 2022 OK, Gang. If your LCD is a SW900- E10 is a "communication receiving error". . .  After completing my graduation in mechanical engineering, I worked for a renowned e-bike manufacturing company as a technician. Do same for connectors to display on handlebars. . Motor and all wires have been removed cleaned and dried for four days. . . . Do same for connectors to display on handlebars. Restart the system. A high-temperature error will display as electric bike error code 10. . . New to E-bikes error code 10. 0. the speed readout, trip and ODO readings are all zero and never register any change. . It often happens uphill. 0. Nq4c- referrerpolicyorigin targetblankSee full list on escooterexpert. . Astom22 said Saw in another thread that it could be related to moisture in the connectors at the motor, might be worth a check there too. May 31, 2017 It was driving me crazy. . We have two Chimano Steps DI2 bikes. If it is not humid they never showed any E20-E10 nor connection problem. I just received my bike and the brakes are making a lot of noise With all-new bicycles, there is a wear-in period (approximately 50-100 miles) where there will be various sounds and noises coming from different parts of the bike (including the disc brakes). . . The best solution is to inspect the throttle cable to see if it is damaged or not. 21. . Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. . OK, Gang. I bought early. Hi I&39;m having problem with my shimano steps, E6010 controller. fastFacebook httpswww. Motor and all wires have been removed cleaned and dried for four days. I bought a Merida ebike in Nov 2017 & after 6 weeks & 900kms got the E10 error followed by the E20 error, stopping the engine, this happened on & off for a. This is useful though, because you. Instagram httpswww. . Refitted but still shows the E010 code. . 0. So I would say a good result from Madison (Shimano UK). . Auch mit der etube software kann man nicht mehr auf. . Finally, to further mess up your mind, many controllers will have a default pedal assist and the throttle will work if you can power them up, so experimenters wonder why the ebike kind of works. Motor and all wires have been removed cleaned and dried for four days. Resolution With your foot off the pedal, press the battery power button and turn on the power again. May 31, 2017 Saklie. Its possible cause isThe controller is loosely connected, check the terminal first. When I returned I immediately got a E10 error, then another one after a jump, then no errors after several jumps, then multiple errors after turning the motor on and several others just running in slow speed,. Our B2B section offers fully customised and branded electric scooter fleets, bespoke electric scooter and e-bike charging stations and maintenance & repair packages. The problem was me tried to play with it. I bought early. 87 9. . Contact your e-bike dealer or customer service. If it doesnt work, readjust all the wires and try the reboot again. The error code came up after a 1 hour ride, stoped at the pub for a few drinks, got back in the bike and bang, error codes straight up.  Error code 10 is usually caused buy a bad LCD. . Instagram httpswww. . In the E6000 Series Dealers manual and. Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. SW-900 error 10 code fix with jumper wire. My Shimano Steps-powered e-bike is frequently but irregularly giving me the errors E010 and E012. I had worked there for almost six years, and later I quit the job and started my own business where I sell different types of e-bike and their tools and accessories. the speed readout, trip and ODO readings are all zero and never register any change. Our B2B section offers fully customised and branded electric scooter fleets, bespoke electric scooter and e-bike charging stations and maintenance & repair packages. . Electronic contact cleaner will also work. 
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	ruby on rails deserialization exploitQ What should I do with the Shengmilo electric bicycle E10 fault codeAE010 fault code means communication failure. Just check system and update firmware. . . Inspect the throttle lever and adjust the position. There should be many more out there My bike (direct from. . the speed readout, trip and ODO readings are all zero and never register any change. . Refitted but still shows the E010 code. no operation of motor at all, never have even heard it turn on. . Throttle Fault The throttle may get damaged, so inspect the throttle cable. 1. . 1. I bought early. Nq4c- referrerpolicyorigin targetblankSee full list on escooterexpert. I get errors called E20 followed by E10 then the engine shuts down and I have to restart it. Check all connections between your display and motor. fastFacebook httpswww. We talk about the E-10 code that has been showing up on the Lectric Bike 2. Note Power assistance may be lower than usual. Instagram httpswww. A leading manufacturer of Electric Scooters, hoverboards and e-bikes. . I've had very little response on this forum. Aug 26, 2022 OK, Gang. If the situation does not improve, contact the place of purchase. Astom22 said Saw in another thread that it could be related to moisture in the connectors at the motor, might be worth a check there too. . . . 100 success rate so far. We will also do a walk through on replacing the LCD screen and as always it take. If excess dirt is present, clean as described for the E010 cable fault codes (ensure battery is removed before cleaning) Check the power cable where it links to the underside of the battery mount for damage. . Spar contact cleaner liberally up into connectors to flush any small debris. Readjust the battery, stick the charger in and reboot the bike. . If it is not humid they never showed any E20-E10 nor connection problem. 100 success rate so far. . Refitted but still shows the E010 code. . . Check that your speed sensor and spoke magnet are both properly installed and there is only 3-5mm clearance between the two. Aug 26, 2022 OK, Gang. Inspect the throttle lever and adjust the position. 0. . Hi all am having some problems can anyone help I have a old z6 ebike. Jun 27, 2022 The chief editor of this site, eBikeBuster. Die einzige Frage, die ich noch h&228;tte w&228;re, wie das mit dem R&252;cksetzen des Systems funktioniert. 87 9. . Mar 31, 2020 The error code came up after a 1 hour ride, stoped at the pub for a few drinks, got back in the bike and bang, error codes straight up. Je kunt hier kijken of de foutmelding ertussen staat en of je deze zelfstandig op kunt lossen. . Our B2B section offers fully customised and branded electric scooter fleets, bespoke electric scooter and e-bike charging stations and maintenance & repair packages. So about seven weeks total without bike but issue not resolved. . The error code came up after a 1 hour ride, stoped at the pub for a few drinks, got back in the bike and bang, error codes straight up. . 0. Contact your e-bike dealer or customer service. The only thing that would clear the error is finding and fixing the problem. I bought early. 87 9. I&39;ve had very little response on this forum. La Keram 10 con ruedas de 29", es una bicicleta sencilla de asistencia el&233;ctrica al pedaleo con bater&237;a de 500 wh y motor. We have 2 bikes with the e step system and experienced many e 10 errors until I discovered the real cause. It often happens uphill. Jan 2, 2023 Inspect the throttle lever and adjust the position. Save big and order direct from the manufacturer. Sep 22, 2021 We provide a full electric scooter and e-bike repair service from our Blanchardstown e-scooter repair centre. Motor and all wires have been removed cleaned and dried for four days. Mar 31, 2020 Well, today LBS called and said pick up my bike. Motor and all wires have been removed cleaned and dried for four days. . Hi I&39;m having problem with my shimano steps, E6010 controller. 0. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. We will also do a walk through on replacing the LCD screen and as always it take longer filming it than it should. . . Thread starter. 30. So about seven weeks total without bike but issue not resolved. The display is faulty and the display needs to be replacedThe controller is faulty and the display needs to be replacedThe best. . Amazon. As it happened I updated. Switch off the e-bike system to allow the drive unit to cool down or warm up to the permitted temperature range. com Motor Brushless Controller LCD Display, Rainproof 24V-48V Electric Bicycle Scooter Brushless Controller Kit Sports & Outdoors. Resolution With your foot off the pedal, press the battery power button and turn on the power again. If you continue to experience E007 errors after double-checking these cables, we recommend that you reach out to our customer support. A high-temperature error will display as electric bike error code 10. . . Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. . In the manual it&39;s problem with the electrical connections. . It. Motor and all wires have been removed cleaned and dried for four days. Controller malfunction. try to unplug and replug all the connections and checking that there are no bent pins. 87 9. . . 1. BMS communication fault.  I think you should go back to basics and do. So about seven weeks total without bike but issue not resolved. the speed readout, trip and ODO readings are all zero and never register any change. " The Shimano manual says. Yes a pain to diagnose, be without a bike but good customer service. I&39;ve had very little response on this forum. Customer Service. . 0. . . 0. A twisted or missing spoke magnet could cause malfunction as well. Sep 22, 2021 We provide a full electric scooter and e-bike repair service from our Blanchardstown e-scooter repair centre. Troubleshooting 17 of 24 1. Your motor cable is located near the rear axle on the right side of the bike. Jul 10, 2022 I&39;ve done some research and understand this to be a "communication error", most likely between the controller and the speedrotation sensor. We will also do a walk through on replacing the LCD screen and as always it take. My Shimano Steps-powered e-bike is frequently but irregularly giving me the errors E010 and E012. Just check system and update firmware. . Hi all am having some problems can anyone help I have a old z6 ebike. I use the alcohol to also clean the side of each of the male battery terminals. Its possible cause isThe controller is loosely connected, check the terminal first. Sep 9, 2018 Went through each and every connection on the bike today. If it is not humid they never showed any E20-E10 nor connection problem. com. . . fastFacebook httpswww. Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now. Aug 26, 2022 OK, Gang. Email hellojourneybikes. Spar contact cleaner liberally up into connectors to flush any small debris. Feb 6, 2021 Just a light wiping motion on the side of each terminal will clean them. . 2. . . By doing so you can measure the battery. That is 4 confirmed bikes that have been fixed so far. . That is 4 confirmed bikes that have been fixed so far. . Hi all am having some problems can anyone help I have a old z6 ebike. Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. There should be many more out there My bike (direct from. . W013 is usually torque sensor I believe ie pressure on pedal at power on. Just check system and update firmware. . 6 bikes in total have been fixed. 1. Now when I turn it on I get 3 numbers flash when I turn it on with 555 I. If it doesnt work, readjust all the wires and try the reboot again. 
3 - Poor connections. 
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Mar 31, 2020 Remove connectors to motor using shimano tool. 
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The electric bike comes with some common errors, whether its an expensive one or an average priced electric bike. 
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Jul 8, 2019 W013 means "Initialization of torque sensor was not completed successfully. 
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I did have it converted to an E-bike with a TSZD-2, but its now a 1x9 analogue bike. Now when I turn it on I get 3 numbers flash when I turn it on with 555 I. 
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Controller malfunction. OK, Gang. Turned everything off ,unhooked, then checked , soldered where necessary, shrink tubing and outter harness protective wrap, it&39;s really clean specially for my first ebike build,BUT IT STILL WONT GET RID OF 10 ERROR CODE. So about seven weeks total without bike but issue not resolved. Q What should I do with the Shengmilo electric bicycle E10 fault codeAE010 fault code means communication failure. Hij kan voor jou je fiets (en je display) uitlezen om te zien waar de fout zit. 
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Bike has been to LBS twice (unfortunately the shop purchased bike from is not in business anymore) and they have followed Shimano's direction. 
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Mainly, because I bought a cheap, Chinese ebike that nobody else had. 








	
school of forensic psychology




May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. We will also do a walk through on replacing the LCD screen and as always it take. If none doesnt work, then you need to get the electric bike to your mechanic. I tried Vaseline last week and the one ride since was faultless, so have since bought and applied some of the proper dielectric grease. 30. Mocht het probleem zich blijven voordoen of staat de foutmelding van je display hier niet bij, neem dan contact op met jouw Gazelle-specialist. try to unplug and replug all the connections and checking that there are no bent pins. 
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Step 2 Test Signal Voltage of Throttle. The dreaded Shimano E010 Error message, Whats the process, can it be fixed, if so how. In this article, we separate. fastFacebook httpswww. . . 
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Gday, My new cheap Chinese T Power 350w ebike hauled me around for 48km and then after its 1st charge (2nd actually, after the initial 1) decided it didn't want to play anymore. 
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I have been having E20 followed by E10 errors consistently for the past year. search. If the controller has 4. 
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Motor and all wires have been removed cleaned and dried for four days. 
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May 31, 2017 I have been having E20 followed by E10 errors consistently for the past year. 
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No bill from Shimano only LBS bill for dismantling shipping and rebuilding with "NEW e8000". 
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So about seven weeks total without bike but issue not resolved. 
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More ways to shop: daily 3 mn number midday or lagu barat stevie wonder near you. Your motor cable is located near the rear axle on the right side of the bike. 
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If the situation does not improve, contact the place of purchase. 
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The pump cover is located at the bottom of the dishwasher underneath the filter. 

Ensure everything is properly connected
Now, that&39;s changed Walmart (online only) now sells the &39;Cliensy&39; or &39;Brother&39; eBike now

Resolution With your foot off the pedal, press the battery power button and turn on the power again
I did have it converted to an E-bike with a TSZD-2, but its now a 1x9 analogue bike
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